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19-Oct-25 (Week No. 2025-41 )

28-Sep-25 (Week No. 2025-38 ) for 28 day results

Date Fineness Setting Time Soundness Chloride

Initial Expansion
Certified 

Average Alkali
Standard

(mins) (mm) 2 Days 7 Days 28 Days % Na2O eq Deviation

(N/mm
2
) (N/mm

2
) (N/mm

2
)

13-Oct-25 395 100 1 37.0 50.5 0.07 0.69 0.03

14-Oct-25 385 130 38.0 50.5 0.07 0.69 0.03

15-Oct-25 390 130 37.0 51.0 0.07 0.69 0.03

16-Oct-25 395 120 38.0 49.0 0.07 0.69 0.03

17-Oct-25 395 130 36.5 48.5 0.07 0.69 0.03

Average 390 120 37.5 50.0 0.07 0.03

22-Sep-25 395 100 1 36.5 49.5 62.5 0.07 0.68 0.03

23-Sep-25 400 130 39.5 53.0 63.0 0.07 0.68 0.03

24-Sep-25 405 140 40.5 52.0 63.5 0.07 0.68 0.03

25-Sep-25 400 120 39.5 49.0 59.0 0.07 0.68 0.03

26-Sep-25 415 110 42.5 53.5 62.0 0.07 0.68 0.03

Average 405 120 39.5 51.5 62.0 0.07 0.03

Product Declaration:

Declared Mean Alkali (%) = 0.75 (Max)

Declared Chloride content (%) = 0.07 (Max)
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